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Notes:

Wood forms may be used in the area

of the scupper as approved by the

1.

#5 to extend 3’-0’’

beyond outside

faces of scupper.

In area of scupper

modify this rebar as

shown, all  other 

normal  parapet steel

not shown.

Deck not to be lowered

beyond fascia stringer.

Note:

Parapet

reinforcing

not shown.
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*
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Normal  Deck Reinforcing

SECTION

SECTION A-A
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* *6’’

2’’ cl.

Normal  Deck Reinforcing

(Cut in field as necessary

around scupper).

6’’

min.

5’’ min. (Typ.)1

1

1

1

1
’’

 c
l.

Top of Roadway

- See appropriate Lap Chart.

Additional

#5 @ 6’’

Additional

#5 @ 6’’

Stop parapet key

Engineer.

Type I A scupper shown. 2.

Additional  #5 bars, spaced

to match normal deck

reinforcing pattern

Additional  #5 bars, spaced

to match normal deck

reinforcing pattern

Note:

34’’ F-Shape barrier shown

42’’ F-Shape barrier similar.

34’’ OR 42’’ STRAIGHT BACK

 

 

 

 

 

 

 

 

 
1 1

S
U

P
E

R
 - C

O
N

C
R

E
T

E
 W

O
R

K

10/22/03

BRIDGE DECK REINFORCEMENT

PATTERN IN SCUPPER AREA FOR

SCUPPER TYPES T & TA AT F-SHAPE PARAPET

WITH STRAIGHT BACK

BR-SS(6.44)-03-346

OFFICE OF STRUCTURES
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